INFORMATION WITHIN THIS DRAWING IS NOT NECESSARILY PRODUCED TO SCALE.
ALWAYS USE FIGURED DIMENSIONS AND CO-ORDINATES - IF IN DOUBT, ASK.

NOTES

1. The formation, whether in cut or fill, shall be prepared, profiled and THOROUGHLY COMPACTED
as required by clauses 612 and 616 of the Specification for Highway Works.

2. Over excavation below road formation is to be backfilled with 6F2 granular material, well
compacted in layers not exceeding 225mm.
Blast furnace slag and limestone aggregate are not allowed in the carriageway binder course

\ \ Existing building
3.
unless it is to be covered within 6 weeks.
4. No material within 450mm of the finished road surface shall be frost susceptible.
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TARMAC CARRIAGEWAY CONSTRUCTION
HRA to BS EN 13108-4.

4218+
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45 Surface Course

0/20mm DBM to BS EN 13108-1.

+Ex.42.35
55 Binder Course

+mx.k_m.mo
Extent of new F Existing half batter Area of concrete road
kerbing removed. base - see Detail.
85 Base Course

carriageway
surfacing.

0/28mm DBM to BS EN 13108-1.

400 Sub-base Type 1 granular sub-base to Specification for Highway
Works Clause 803, to be free from extraneous matter.

Existing footway made Area of concrete road
base - see Detail.

good as necessary.
PLAN ON NEW VEHICLE ACCESS
FOOTWAY CONSTRUCTION

0/6mm DBM to BS EN 13108-1.
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20 Surface Course

0/20mm DBM to BS EN 13108-1.

45 Binder Course

150 Sub-base Type 1 granular sub-base to Specification for Highway
Works Clause 803, to be free from extraneous matter.
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Existing Bus

Stop pole
retained.

F Lining to extend to end
of existing stone bridge

abutment wall.
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““““““““ e " Lining 10 extend
e to end of existing
parking bays.

Lining to extend to
demarcation kerb.

MW | AP | 29.09.17

New Diag. 1018.1 New Diag. 1020.1 "no .
"double yellow lines" to loading lines" to
Gelderd Road frontage. e
Diag. 1020.1 "no loading" markings added to Gelderd Road.
Revised to provide footway at both sides of new access.

Gelderd Road frontage.
Junction location and kerb radii amended to match approved

planning layout (UJP Drg. No. 2753 P/006 E).

Junction location and kerb radii amended to match approved MW

planning layout (UJP Drg. No. 2753 P/002 C).

MW | AP | 13.09.17

New Diag. 1018.1 New Diag. 1020.1 "no New Diag. 1025.1
loading lines" to Bus Stop markings
(15m long).

MW | AP | 26.08.17

"double yellow lines" to

Gelderd Road frontage.
AP | 25.08.17

Gelderd Road frontage.

MW | AP | 03.08.17

PLAN SHOWING PROPOSED ROAD MARKINGS

Entrance width increased.
Parking restriction and Bus Stop road markings added.
Existing ducts to be encased in concrete.

MW | AP | 23.05.17

CARRIAGEWAY
EXISTING CARRIAGEWAY NEW CARRIAGEWAY
400 x 400 buff blister paving slabs on

NEW FOOTWAY WIDENING
30 sand bed on
First Issue.
SIG |CHK| DATE

500 500
1000 MAX. 500 500
150 min. Type 1 sub-base
New BN - New EF -
see detail.
REV DESCRIPTION

Existing kerb
New HB - Existing kerb
removed.
see detalil. \
PENDRAGON

Existing kerb New SC - Existing footway
removed. see detail. profile. removed.
see detail.
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Existing carriageway

Proposed vehicle access across existing footway
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Exposed surfaces to be treated

09
/ Grade ST4 oo:oam
road base. with Bitumen tack coat before
the new course is laid.
UNCONTROLLED PEDESTRIAN
CROSSING DETAIL
WORKS WITHIN THE HIGHWAY

Existing L.V cable to be lowered Existing ducts (assumed fibre Exposed surfaces to be treated
by Northern Power Grid. optics - unable to trace owner) with Bitumen tack coat before
to be encased in ST4 mass the new course is laid.
concrete with 50 minimum
CONCRETE ROAD BASE DETAIL

surround.

SECTION A - A
Eastwood & Partners

125 x 255 half - 125 x 150 bull nose 150 x 255 channel
batter kerb. 0 kerb. block, 450 long.
50 x 150 flat
© 3 top edging.
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and backing, Class ) and backing, Class 100 thick concrete bed ] . 23 Kingfield Road @
V T4, ‘ ST4. _ 150 thick concrete bed and backing, Class —_| = . o Sheffield =%
and backing, Class ST4. —~ 4 =] S11 9AS
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